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Sale Name: Valley Creek Decks 

 

1#. Product Designation (7/1998)  
 
The Forest Service designated timber or forest products for cutting or harvesting prior to award of this 
contract. The designated timber or forest product is confined to the sale area and has been designated in 
the following manner: Material is all decked with a blue dot marking exposed stump end of the butt. 
In addition sale area signs identify each deck as the Custer Motorway Deck sale. 
 
 
 
3. Load Tickets (07/1998) 
 
 The Purchaser shall complete and return assigned load tickets according to the Contracting Officer or 
designee's written instructions. Unused load tickets shall be returned to the Contracting Officer or 
designee at termination date. 
 
 
4. Product Identification (11/1999) 
 
 Before removal from the sale area, unless the Contracting Officer determines that circumstances warrant 
a written waiver or adjustment, (a) all products 8 feet or more in length and 1/3 or more sound shall be 
hammer branded on each end that is 7 inches or more in diameter and (b) all domestic processing 
products 8 feet or more in length and 1/3 or more sound shall be painted with a spot of highway-yellow 
paint on each end that is 7 inches or more in diameter. Each paint spot must be not less than 3 square 
inches in size. 
 
The Contracting Officer shall assign brands and brands shall be registered with the State, if the sale area 
is within a State that maintains a log brand register. The Purchaser will furnish and apply highway-yellow 
paint of a lasting quality (oil-base or equivalent). 
 
All hammer brands and/or highway-yellow paint must remain on logs until they are domestically 
processed. If the identifying marks are lost, removed, or become unreadable, they shall be replaced. The 
Purchaser may remanufacture products into different log lengths. Except for logs remanufactured as part 
of the mill in-feed process immediately before processing, remanufactured products must be re-branded 
with the assigned sale brand and repainted with highway-yellow paint, unless otherwise agreed to in 
writing by the Contracting Officer. For such remanufactured products, the Contracting Officer may 
approve use of a brand to be used exclusively as a catch brand, in lieu of the assigned sale brand. 
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10#. Use of Roads    (06/1999) 
 
The Purchaser's use of existing roads identified on the sale area map by the following codes is prohibited 
or subject to restrictive limitations, unless the Contracting Officer or designee agrees in writing otherwise: 
  

Code Use Limitations 

X Hauling prohibited 
R Hauling restricted 
P Use prohibited 
A Public use restriction 
W Regulation waiver 

 
Roads coded A will be signed by the Contracting Officer or designee to inform the public of use 
restrictions. Purchaser's use of roads coded R, A, or W shall be in accordance with the following 
restrictions: 
 

Table A - Restricted Road List 
 

Road 
Number 

 
Road Name 

Termini Map 
Legend 

Description of 
Restrictions From To 

40070 Custer Motorway Greylock 
Bridge  

Challis X Hauling prohibited. 

40070 Custer Motorway Greylock 
Bridge 

Junction 
with 40013 

R Hauling is prohibited on all 
Federal holiday and weekends 
from Memorial to Labor day. 

40013 Yankee Fork 40070 Paved 
section of 
40013 

R Hauling is prohibited on all 
Federal holiday and weekends 
from Memorial to Labor day. 

40013 Yankee Fork Pave 
Section of 
40013 

State 
Highway 75 

R Hauling is prohibited on all 
Federal holiday and weekends 
from Memorial to Labor day. 
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13#.  Road Maintenance  (06/1999) 
 
The Purchaser shall pay for road maintenance, commensurate with the Purchaser's use, in accordance 
with the Contract Road Maintenance Requirements Summary and Road Maintenance Specifications. 
Costs are included in associated charges listed on Page 1. 
 
If the Purchaser elects to use different roads than those listed in the Contract Road Maintenance 
Requirements Summary, the Contracting Officer or designee shall determine the Purchaser's 
commensurate share of road maintenance and revise associated charges listed on Page 1. 
 
 

Table A - Contract Road Maintenance Requirements Summary 
 

 
Road  

Termini  
Miles 

Applicable During Haul Road Maintenance Specifications 

From To T-800 T-804         
40070 Greylock 

Bridge 
40013 5.8 D D         

40013 40070 Paved 
section 
of 
40013 

5.8 D D         

              

              
              

              

              

D = Deposit to Forest Service (Associated Charges) 
 

Road Maintenance T-Specifications 

 

for 

 

Timber Sale Contracts 

 

 

 

To be used with Timber Sale Contract Form 2400-4T, WO 13# 

          

No.    Specification Title    

 

T-800    Definitions 

 

T-801    Slide and Slump Repair 

 

T-802    Ditch Cleaning 

 

T-803    Surface Blading 

 

T-804    Surfacing Repair 

 

T-805    Drainage Structures 

 

T-807    Roadway Vegetation 

 

T-808    Miscellaneous Structures 
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SPECIFICATION T-800 DEFINITIONS 

 

 

Wherever the following terms or pronouns are used in Specifications T-801 through T-811, the 

intent and meaning shall be interpreted as follows:  

 

800-1.1 - Agreement.  Maintenance projects require a mutually acceptable method to resolve the 

problems which arise when incompatible situations arise between drawings and specifications and 

actual conditions on the ground to allow orderly and satisfactory progress of the maintenance. 

 

These specifications have been developed in anticipation of those problem areas and have provided 

that such changes will be by Agreement. 

 

It is intended that drawings and specifications will govern unless "on-the-ground" conditions 

warrant otherwise, when specifications call for "Agreement", "agreed", or "approval" such 

Agreement or approval shall be promptly confirmed in writing. 

 

800-1.2 - Annual Road Maintenance Plan.  A plan prepared by various users of one or several 

roads.  The plan is an Agreement on maintenance responsibilities to be performed for the coming 

year. 

 

800-1.3 - Base Course.  Material used to reinforce Subgrade or, as shown on drawings, placed on 

Subgrade to distribute wheel loads. 

 

800-1.4 - Berm.  Curb or dike constructed to prevent Roadway runoff water from discharging onto 

embankment slope. 

 

800-1.5 - Borrow.  Select Material taken from designated borrow sites. 

 

800-1.6 - Crown, Inslope, and Outslope.  The cross slope of the Traveled Way to aid in drainage 

and traffic maneuverability. 

 

800-1.7 - Culverts.  A conduit or passageway under a road, trail, or other obstruction.  A 

culvert differs from a bridge in that it is usually entirely below the elevation of the Traveled 

Way. 

 

800-1.8 - Drainage Dip.  A dip in the Traveled Way which intercepts surface runoff and diverts 

the water off the Traveled Way.  A Drainage Dip does not block the movement of traffic. 

 

 

T-800-1 
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800-1.9 - Drainage Structures.  Manufactured structures which control the runoff of water from 

the Roadway including Inslope, overside drains, aprons, flumes, downdrains, downpipes, and the 

like. 

 

800-1.10 - Dust Abatement Plan.  A table which lists the road, dust palliative, application 

rates, and estimated number of subsequent applications. 

 

800-1.11 - Lead-off Ditches.  A ditch used to transmit water from a Drainage Structure or 

Drainage Dip outlet to the natural drainage area. 

 

800-1.12 - Material.  Any substances specified for use in the performance of the work. 

 

800-1.13 - Prehaul Maintenance.  Road maintenance work which must be accomplished to maintain the 

roads to a satisfactory condition commensurate with the Purchaser's use, provided Purchaser's 

Operations do not damage improvements under BT6.22 or National Forest resources and hauling can 

be done safely.  This work will be shown in the Annual Road Maintenance Plan as provided in 

CT5.31#. 

 

Prehaul Maintenance work the Purchaser elects to perform will be in compliance with the Road 

Maintenance T-Specifications. 

 

800-1.14 - Roadbed.  The portion of a road between the intersection of Subgrade and sideslopes, 

excluding that portion of the ditch below Subgrade. 

 

800-1.15 - Road Maintenance Plan.  A table which shows applicable road maintenance specifications 

to be performed by Purchaser on specific roads. 

 

800-1.16 - Roadside.  A general term denoting the area adjoining the outer edge of the Roadway. 

 

800-1.17 - Roadway.  The portion of a road within the limits of excavation and embankment. 

 

800-1.18 - Shoulder.  That portion of Roadway contiguous with Traveled Way for accommodation of 

stopped vehicles, for emergency use, and lateral support of base and Surface Course, if any. 

 

800-1.19 - Slide.  A concentrated deposit of Materials from above or on backslope extending onto 

the Traveled Way or Shoulders, whether caused by mass land movements or accumulated ravelling. 

 

 

T-800-2 



10 

Sale Name: Valley Creek Decks 

 

800-1.20 - Slough.  Material eroded from the backslope which partially or completely blocks the 

ditch, but does not encroach on the Traveled Way so as to block passage of traffic. 

 

800-1.21 - Slump.  A localized portion of the Roadbed which has slipped or otherwise become lower 

than that of the adjacent Roadbed and constitutes a hazard to traffic. 

 

800-1.22 - Special Project Specifications.  Specifications which detail conditions and 

requirements peculiar to the individual project. 

 

800-1.23 - Subgrade.  Top surface of Roadbed upon which Base Course or Surface Course is 

constructed.  For roads without Base Course or Surface Course, that portion of Roadbed prepared 

as the finished wearing surface. 

 

800-1.24 - Surface Course.  The Material placed on Base Course or Subgrade primarily to resist 

abrasion and the effects of climate.  Surface Course may be referred to as surfacing. 

 

800-1.25 - Surface Treatment Plan.  A table which lists the roads and surface treatments to be 

applied. 

 

800-1.26 - Traveled Way.  That portion of Roadway, excluding Shoulders, used for the movement of 

vehicles. 

 

800-1.27 - Turnouts.  That portion of the Traveled Way constructed as additional width on single 

lane roads to allow for safe passing of vehicles. 

 

800-1.28 - Water Source.  A place designated on the Road Maintenance Map for acquiring water for 

road maintenance purposes. 

 

800-1.29 - Waterbar.  A dip in the Roadbed which intercepts surface runoff and diverts the water 

off the Roadway.  A Waterbar is not designed to be traversable by logging trucks. 

 

 

 

 

 

 

 

 

 

 

T-800-3 
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SPECIFICATION T-804 SURFACING REPAIR 

 

 

DESCRIPTION 

 

1.1  Surfacing repair is repairing potholes or small soft areas in the Traveled Way.  It includes 

area preparation and furnishing and placing all necessary Materials, and other work necessary to 

repair the surface.  

 

MATERIALS 

 

2.1  Material used in the repair of soft areas on aggregate or native surfaced roads may be 

acquired from approved commercial sources, designated Forest Service Borrow areas, or Borrow 

sources agreed to.  The quality and quantity of the imported Material used in the repair will be 

limited to that needed to provide a stable Traveled Way for hauling and to minimize damage to the 

road and adjacent resources.  The quantity of imported surface repair Material used in the 

appraisal estimate will be shown on Road Maintenance Plan.  However, the magnitude of the work 

may vary depending on Purchaser's hauling schedule and ground conditions.  

 

2.2  Material used in the repair of bituminous pavements may be acquired from local commercial 

sources.  If a mixing table is required, the location shall be approved by the Forest Service.  

The bituminous mixture to be used by the Purchaser shall be approved by the Forest Service.  The 

Purchaser's share of the quantity of bituminous mixture used in the appraisal estimate will be 

shown on Road Maintenance Plan.  However, Purchaser's share of the work may vary depending on 

Purchaser's hauling schedule, ground conditions, other traffic, etc. 

 

REQUIREMENTS 

 

3.1  Work under this specification shall be performed in a timely manner to reduce further 

deterioration of the Traveled Way. 

 

3.2  Soft spots on aggregate or native surfaces shall be repaired by placing the imported Surface 

Course on top of the soft spot.  Layers of imported Material shall be placed until a firm surface 

is produced. 

 

3.3  Bituminous Pavement Repairs.  The areas to receive bituminous pavement repairs will be 

marked on the road surface by the Forest Service just prior to Purchaser performing the work. 

 

 

T-804-1 
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3.4  Potholes (deep patch).  Surface Course and Base Course Materials shall be excavated to a 

depth necessary to reach firm, suitable Material.  The minimum depth of excavation shall be 2 

inches and the maximum depth of excavation shall be to the top of the Subgrade. 

 

The edges of the prepared hole shall be extended to form a vertical face in unfractured asphalt 

surfacing.  The prepared hole shall generally be circular or rectangular in shape, dry, and 

cleaned of all loose Material. 

 

Prepared potholes shall be patched or barricaded immediately. 

 

The faces of the prepared hole shall be tacked with a slow-setting emulsified asphalt. 

 

The bituminous mixture shall be placed in layers not exceeding a compacted depth of 2 inches.  

Each layer shall be compacted thoroughly with hand or mechanical tampers or rollers.  Compaction 

shall not be done with equipment wheels. 

 

Upon completion, the compacted patch in the pothole shall be flush, with a tolerance or 

approximately ¼ inch to ½ inch above the level of the adjacent pavement. 

 

3.5  Skin Patches.  Bituminous mixture shall be distributed uniformly with feathered edges in 

layers not to exceed 2 inches compacted depth.  When multiple layers are ordered, joints shall be 

offset at least 6 inches between layers. 

 

Each layer shall be compacted by two passes with a 7-10 ton steel roller or comparable vibratory 

roller. 

 

3.6  Asphalt Berm.  Damaged segments of Berm shall be removed and the exposed ends beveled at 

approximately 45 degrees from vertical.  The Berm foundation shall be cleaned and patched as 

necessary.  The foundation and joining surfaces shall be coated with a slow-setting emulsified 

asphalt.  Asphalt mix shall be placed and compacted to conform with the shape and alignment of 

the undamaged segment. 

 

3.7  Disposal.  All Materials removed from potholes, patches, and Berms shall be disposed of at 

disposal sites designated by the Forest Service. 

 

 

 

 

 

 

 

T-804-2 
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15# - SLASH TREATMENT.   (4/03)  Slash is defined as logs, tops, limbs, and other woody material, exclusive of 
stumps, which is created by the logging operation and remaining on the ground after logging.  In areas where 
Purchaser-created slash is intermingled and inseparable from pre-existing slash, slash disposal requirements 
shall apply to the pre-existing slash as well as the Purchaser-created slash.  Such areas are designated in the 
Purchaser Slash Responsibility Table herein. 
 
Unless otherwise agreed in writing, Purchaser shall perform the following work described below and/or as shown 
on the Sale Area Map and/or Slash Disposal Map. 
 
Forest Service and Purchaser shall jointly develop a schedule for completion of slash treatment on the various 
portions of the sale area. 
 
 

Purchaser's Slash Responsibility Table 
 
 
 
 Description of Unit(s)   Type of Slash Disposal 
 
 All    5, 10
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20a.  FIRE PRECAUTIONS  (4/03) 
 
     1.  Smoking and Lunch Fires.  Smoking is prohibited except inside a building, developed recreation site, 
vehicle, or while seated in an area of at least three feet in diameter that is barren or cleared of all flammable 
materials.  36 CFR 261.52(d). 
 
The building of camp, lunch, warming and other fires within the sale area and vicinity is prohibited, except at 
established camps or at other safe places where all flammable material has been cleared away sufficiently to 
prevent the start and spread of wildfires.  Forest Service may, upon written request of purchaser, designate 
specific places where campfires may be built for purposes of heating lunches. 
 
     2.  Spark Arrester and Mufflers.  Operating or using any internal combustion engine, on any timber, brush, or 
grass covered land, including trails and roads traversing such land, without a spark arrester, maintained in 
effective working order, meeting either (I) Department of Agriculture, Forest Service standard 5100, "SPARK 
ARRESTERS FOR INTERNAL COMBUSTION ENGINES," (current edition); or (II) the Society of Automotive 
Engineers (SAE) recommended Practices J335, "MULTIPOSITION SMALL ENGINE EXHAUST SYSTEM FIRE 
IGNITION SUPPRESSION," (current revision) and J350, 36 CFR 261.52(j), is prohibited.  
 
Passenger carrying vehicles, pickups, medium and large highway trucks (80,000 GVW) will be equipped with a 
factory designed muffler system which is specified for the make and model of the respective vehicle/truck or with 
a muffler system that is equivalent or that exceeds factory specifications. 
    
Exhaust systems shall be properly installed and continually maintained in serviceable condition.  
 
     3.  Fire Extinguishers and Tools on Equipment.  While in use, each internal combustion engine including 
tractors, trucks, yarders, loaders, welders, generators, stationary engines, or comparable powered equipment 
shall be provided with at least the following: 
 

(a)  One fire extinguisher, at least 5#ABC with an Underwriters Laboratory (UL) rating of 3A - 40BC, or 
greater. 
 
(b)  One shovel, sharp, size O or larger, round-pointed with an overall length of at least 48 inches. 
 
(c)  One axe, sharp, double bit 3-1/2#, or one sharp pulaski.  Extinguishers, shovels, axes, and pulaskis 
shall be mounted so as to be readily available from the ground.  All tools shall be maintained in a 
serviceable condition. 
 

     4.  Power Saws.  Each gasoline engine power saw shall be provided with one chemical-pressurized fire 
extinguisher of not less than 8-ounce capacity by weight, and one size O or larger, round-pointed shovel with an 
overall length of at least 48 inches.  The extinguisher, and shovel shall be maintained in good working order.  The 
extinguisher shall be with the power saw operator and immediately available for use at all times. The extinguisher 
shall not be affixed to the saw.  The shovel shall be readily available to the operator of the saw at all times.  
Having the shovel with the gas can used to refuel the saw may be considered "readily available" if not more than 
200 feet from the saw.  During periods of critical fire danger, Forest Service may prescribe other precautionary 
measures. 
 
Any fueling or refueling of a power saw shall be done in an area which has first been cleared of material which will 
carry fire.  The power saw shall be moved at least 10 feet from the place of fueling or refueling before starting. 
 
     5.  Blasting and Welding.  The use of fuses in blasting shall not be permitted except near power lines where 
the danger of accidental detonation is present, and then only by special written permission of Forest Service.  
Whenever the relative humidity falls below 50 percent, Purchaser shall place a watchman at each point where 
blasting is done who shall remain on duty for at least one hour after blasting is finished, and who shall be 
equipped with a shovel and a water-filled backpack can equipped with hand pump.  During periods when the 
relative humidity falls below 20 percent, blasting shall be discontinued unless authorized, with special provisions, 
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in writing by Forest Service. Blasting shall not be permitted in any area not cleared to mineral soil without advance 
written approval of Forest Service and with such special precautions as may be required.

 
Prima Cord shall not be used in clearing operations, and in other areas where timber has been felled and slash 
not burned. 
 
Unless otherwise directed in writing by Forest Service, all flammable material shall be cleared for 10 feet around 
any piece of equipment being welded.  In addition, Purchaser shall provide a fire extinguisher of a size and type 
designed to extinguish a fire in the flammable materials surrounding the spot being welded. 
 
In order to determine the relative humidity, Purchaser shall either (a) provide and maintain weather instruments, 
that will measure relative humidity, in the area where blasting will occur; or (b) provide communications to obtain 
weather data from Forest Service. 

 
Explosives shall be stored at all times in a locked box marked "Explosives.  "Powder and blasting caps 
shall be stored in separate boxes. 
 
     6.  Storage of Flammables.  Gasoline, oil, grease and other highly flammable material shall be stored 
either in a separate building, or at a site where all debris is cleared within a radius of 25 feet.  Storage 
buildings or sites shall be a minimum distance of 50 feet from other structures.  Storage buildings shall be 
adequately posted to warn of the flammables and to prohibit smoking in or around the building. 
 
     7.  Camp Fire Protection.  The grounds around all trailers, buildings, other facilities constructed or 
placed on or near Sale Area shall be kept free of flammable material for a distance of at least 20 feet from 
the wall of such structure.  Burning of such flammable material shall be as prescribed by Forest Service in 
writing. 
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Stovepipes of all wood burning stoves shall be equipped with suitable roof jacks and serviceable spark 
arresters.  Stovepipes shall be no closer than 2 feet from any wood or other flammables unless 
adequately protected by metal or  
 


